






Specifications

HDMI terminal
DVI-D (HDCP) terminal (DVI-D 24-pin)
Computer / Component Video IN-1 terminal 
Audio IN-1 terminal (Mini jack)
Audio DVI-D terminal (Mini jack)
Video IN / Audio IN terminal  
DC OUT [5V 1.5A (Max)]
LAN(RJ-45) terminal
Computer / Component Video IN-2 terminals
Monitor OUT terminal (Mini D-SUB 15-pin)
Audio OUT terminal (Mini jack)
Audio IN-2 terminal (Mini jack)
USB (Computer) terminal
Remote IN / OUT
Serial terminal (D-SUB 9-pin)
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Refer to the following table to determine the screen size. 

WD3300U/XD3200U
WXGA / XGA PROJECTOR

Input and Output Terminals

Screen Size and Projection Distance / Optional Lenses

OL-XD2000TZ
Tele-throw Zoom Lens

OL-XD2000FR
Rear Projection Short-thow Fixed Lens

OL-XD2000SZ
Short-throw Zoom Lens

Converter Lens
(mounted on the standard lens) 

OL-XD2000LZ
Long-throw Zoom Lens

Converter Lens
(mounted on the standard lens) 

A wide variety of optional lenses is available to suit any operating or user requirement.

Brilliant
ColorTM

Color
Enhancer

3D Y/C
Digital CombsRGB

Password
Lock

Instant
Shutdown

Center
Lens

Long-life
Lamp

Low Standby
Power

Top / Side
Loading Lamp

10W
Speaker

Motorized
Lens Shift

LAN
(RJ-45) HDMI Low Fan

NoiseDVI

Closed
CaptionPinP*

 Remote
Mouse
Control

User Logo
Projection

The above figures are approximate and may be slightly different from the actual measurements.  Lens shifting is not available for
the OL-XD2000FR (horizontal and vertical are set at 1:1).  The lens movable range shows distances from the factory default position.
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WD3300U + Optional Lenses   

Screen sizee (XGA 4:3)

Diagonal size Width Height 

inch

Default height
projected
image (H)

inch cm inch cm cm inch
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Distance from screen (L)
Movable V position

from Default position
Movable H position

from Default position

Max. Zoom Min. Zoom
Down    Up Down    Up Left    Right Left    Right
(H1) (H2) (H1) (H2) (W1) (W1) (W1) (W1)
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Screen size (WXGA 16:10)

Diagonal Size Width Height

inch

Default height
projected
image (H)  

inch cm inch cm cm inch
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Distance from screen (L)
Movable V position

from Default position
Movable H position

from Default position

Max. Zoom Min. Zoom
Down    Up Down    Up Left    Right Left    Right
(H1) (H2) (H1) (H2) (W1) (W1) (W1) (W1)
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Screen size (WXGA 16:10)

Diagonal Size Width Height

Default
height

projected
image (H) 

OL-XD2000SZ

Distance from screen (L)

OL-XD2000LZ

Distance from screen (L)

OL-XD2000TZ

Distance from screen (L)

OL-XD2000FR

Distance from screen (L)
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XD3200U + Optional Lenses   

Screen size (XGA 4:3)

Diagonal Size Width Height

Default
height

projected
image (H) 

OL-XD2000SZ

Distance from screen (L)

OL-XD2000LZ

Distance from screen (L)

OL-XD2000TZ

Distance from screen (L)

OL-XD2000FR

Distance from screen (L)

Max. Zoom Min. Zoom Max. Zoom Min. Zoom Max. Zoom Min. Zoom

Default
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image (H) Max. Zoom
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Model
Display Technology
Resolution
Brightness 
Contrast
Picture Size

Throw Ratio

Video Compatibility

Computer Compatibility

Source Lamp

Video Input
Terminals

Communication
Terminals

Output Terminals

 *Only XD3200U.

WD3300U

0.65” 1-Chip DMD

1280×800 (Total 1,024,000 pixels)

4000lm

2300 : 1 (on / off)

NTSC / NTSC4.43 / PAL (including PAL-M, N) / SECAM / PAL-60,
Component Video: 480i/p (525i/p),  576i/p (625i/p),  720p (750p 50/60Hz),
1080i (1125i 50/60Hz), 1080p (1125p 50/60Hz), SCART (RGB+1V sync)

 

264W (Shut-off Time 4000hr) with Low Mode
330W (Shut-off Time 2000hr) with Standard Mode   

640×480 ~ 1600×1200
True: 1024×768, Sync on Green available

640×400 ~ 1600×1200
True: 1280×800, Sync on Green available

Video: HDMI(ver.1.2)×1, RCA×1 or BNC×1, S-Video(4pin)×1  or  S-Video Y/C(BNC)
Audio: RCA (L, R)×2 

450×187×373mm/17.7×7.4×14.7 in (excluding terminal cover) 

RGB: mini D-sub 15pin×1, DC Out: 5V 1.5A (MAX)
Audio: stereo mini jack (ø3.5mm)×1  

LAN (RJ-45)×1, RS-232C:D-sub 9pin×1, USB×1 (Mouse control),
Wired remote in: stereo mini jack (ø3.5mm)×1  Wired remote out: stereo mini jack (ø3.5mm)×1  

Lamp: VLT-XD3200LP
Lens: OL-XD2000SZ, OL-XD2000LZ, OL-XD2000TZ, OL-XD2000FROptional Accessories

Warranty

XD3200U

10 : 010 : -1

0.7” 1-Chip DMD

1024×768 (Total 786,432 pixels)

4500lm

2500 : 1 (on / off)

10W mono

26dBA (Lamp Low Mode) 

10.3kg /22.7lbs (excluding detachable terminal cover) 

AC100 - 240V, 50/60Hz

Audio Speaker
Fan Noise
Dimensions(W×H×D)
Weight
Power Supply

40"~ 300"

Projection lens

Offset axis

f=24.5-33.1mm, F=2.0-2.4

1.7 ~ 2.4

mini D-sub 15pin×1, 5 BNC×1, DVI-D (with HDCP)×1
Audio: stereo mini jack(ø3.5mm)×3Pc Input Terminals

: Picture Perfomance : Presentation : User Friendly

Front projection
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XD3200U

 L

 L

W1W1

H
1

H
2

H

W

   
H

3 

Front projection,
ceilling mounted 

 L

 L

W1W1

H
1

H
2

H

W

WD3300U
XD3200U

   
H

3 

3/09 - LITWD3300U/XD3200U
New publication, effective March 2009.

Specifications subject to change without notice.

MITSUBISHI DIGITAL ELECTRONICS
AMERICA, INC.
Presentation Products Division
Phone: 888.307.0349
www.mitsubishi-presentations.com

MITSUBISHI ELECTRIC SALES
CANADA, INC.
Display & Imaging Solutions Division
Phone: 905.475.7728
www.mitsubishielectric.ca

3-Years Parts/Labor, 3-Years Express Replacement Assistance,
1-Year or 500 hours lamp warranty (whichever comes first)

• Compliance with ISO21118-2005
• All brand names and product names are trademarks, registered trademarks or trade names of their respective holders
* Lamp life specification is an estimate based on information provided by the lamp manufacturer and is not the duration
of the warranty. Lamp will shut-off automatically when usage reaches the specified estimated maximum lamp hours.




