


 Screen size and projection distance

 

*All brand names and product names are trademarks, registered trademarks or trade names of their respective holders.

40~300" Diagonal Screen

2W mono

332 x 102 x 250 m m / 13.1 x 4 .0 x 9 .8 inch (excluding height adjustment)

2.9kg / 6 .5lbs

AC 100-240V, 50/60Hz 

Audio  speaker

Fan noise

Dimensions (WxHxD)

Weight

Power  supply

Warranty

Video
compatibility

Computer
compatibility

NTSC / NTSC4.43 / PAL (including PAL-M, N) / SECAM/PAL-60,Component Video : 480i/p (525i/p), 
576i/p (625i/p),720p (750p), 1080i (1125i 60Hz), 1080i (1125i 50Hz)

Source lamp

Model

Display technology

Resolution

Br ightness

Picture Size

Screen (4:3 aspect ratio)
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image (Hd)
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PC / Component Video output

S-Video / RCA

Audio input [RCA jack (L/R)]

Audio input (stereo mini jack)

Audio output

Serial RS-232C

USB terminal for Page Up/Down
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PC / Component Video input
(mini D-sub 15pin)

7

8

 As seen from the side

Unit : mm

Dimensions
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XD510U

Mobile XGA XD510U

2600lm

Front

S ide (Left) S ide (Right) To p Bottom

Specifications

NEW

29dBA (Low Mode)

Throw Ratio

XD510U

H
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H
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Projection Distance(L)

1 2 3 4 5 6 7 8 1024 x 768 (786,432 pixels)

640 x 480 ~ 1280 x 1024 (Compressed)
True: 1024 x 768, Sync on green available

0.55"1-Chip DMD, 12 degree LVDS, DDP 2230

RGB : mini D-sub15pin x 2, Video : RCA x 1 + S-video x 1
Audio : stereo mini jack ( 3.5mm) x 1, RCA jack (L/R) x 1

RGB : mini D-sub15pin x 1, Audio : stereo mini jack ( 3.5mm) x 1

RS-232C (D-sub 9pin) x 1, USB terminal for Page Up/Down x 1

1.6 ~ 1.96

 Screen size chart (XD510U)

4/08-Elec-LITXD510U

Input and Output Terminals

Accessories

3-yrs Parts/Labor, 3-yrs Express Replacement Assistance, and 1-yr or 500hrs (whichever comes first)

Replacement Lamp (VLT-XD510LP), Ceiling Mount (PROJ-UCM-PRO2 - Universal Ceiling Mount), 
Hard Shell Rolling Case (DKT1-ATAC), Soft Carrying Case (XL1-SSCC), Soft Rolling Case (DKT1-SRCC) 

Input terminals

Contrast

Communication terminals

Output terminals

Specifications subject to change without notice.

MITSUBISHI DIGITAL ELECTRONICS
AMERICA, INC.
Presentation Products Division
Phone: 888.307.0349
www.mitsubishi-presentations.com

MITSUBISHI ELECTRIC SALES
CANADA, INC.
Display & Imaging Solutions Division
Phone: 905.475.7728
www.mitsubishielectric.ca


